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ABSTRACT
Demand-responsive transport (DRT) in the form of ride-pooling has gained momen-
tum thanks to its flexibility and convenience. To pool rides, detours may occur, and
this usually leads to extra waiting times and ride durations for passengers. While
many studies in the literature focus on improving vehicle scheduling, it remains inter-
esting to see how the extra time passengers spend in traveling impacts the efficiency
of a DRT system. In this study, we address this question by conducting experiments
within an agent-based transport simulation framework using various real-world sce-
narios. Results suggest that increasing permissible waiting time is more effective in
reducing the required fleet size and, consequently, the costs, compared to allowing
a longer permissible ride duration. On the other hand, while increasing permissible
ride duration at the expense of permissible waiting time increases the vehicle occu-
pancy during peak hours, this does not necessarily correspond to a more efficient
service.

KEYWORDS
demand-responsive transport (DRT); mobility-as-a-service (MaaS); vehicle routing
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1. Introduction

Demand-responsive transport (DRT) is a popular topic nowadays. In fact, if we take
the terminology literally, then this is not something new. Regular taxis and paratransit
buses in emerging countries such as the Jeepney system in the Philippines and the
minibus systems in South Africa are also on-demand transport services, and they exist
for a very long time (Zwick, Kuehnel, and Axhausen 2022). What makes DRT a highly
discussed topic, however, are the more recent app-based ride-hailing services. Thanks
to its convenience, more and more people choose to use ride-hailing services to travel
around (Tirachini 2020). In this study, we limit the term DRT to only include these
modern ride-hailing services. By introducing ride-pooling into DRT, we are actually
getting a new mode of transport, filling the gap between conventional public transport
service and taxi or private cars. With small vehicles or minivans, DRT with ride-
pooling can be more flexible and efficient than an underutilized conventional public
transport service. On the other hand, it is possible to make better use of the road
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resource than unit-capacity ride-hailing services and private cars. This not only serves
traffic quality, but may also improve the environment (Greenblatt and Saxena 2015;
Zwick et al. 2021).

In order to pool rides, vehicles need to cover some detours. This leads to extra
waiting time and riding time onboard. Obviously, passengers would like to minimize
the time travelled. While this is also in line with the interest of DRT operators, the
operators also need to keep the operational costs low, such that attractive fares can
be offered. A common way to reduce costs is to limit the fleet size and minimize the
vehicle kilometers travelled. On top of that, the public interest of reducing traffic and
environmental burden must be taken into account.

There are many studies that try to improve the service quality of the DRT sys-
tem while maintaining acceptable costs. Alonso-Mora et al. (2017) have developed an
optimization-based online ride-pooling algorithm, which is very effective in reducing
the number of vehicles required to serve historical taxi demand in Manhattan, New
York. Ruch et al. (2020) have quantified the benefits of various ride-pooling strategies
in different scenarios under a realistic transport simulation framework. Kucharski and
Cats (2020) have developed a ride-pooling strategy that takes the cost-benefit anal-
ysis of passengers into account and only considers the pooling possibilities that are
attractive for the passengers. Friedrich, Hartl, and Magg (2018) analyzed the impact
of ride-pooling on the macroscopic level and provided insights for transport planners.
Trip pre-booking may be another way to improve the efficiency of the DRT system.
According to some previous studies, cost reductions ranging from 20% to 40% can
be expected, if the trips are pre-booked at least half an hour in advance (Lu et al.
2023a,b). Furthermore, the benefits of pre-booking can also be preserved in the cases
where both spontaneous and pre-booked requests exist (Engelhardt, Dandl, and Bo-
genberger 2022). Apart from the vehicle-passenger matching algorithms, empty vehicle
relocations (also known as rebalancing) can also improve the service quality by reduc-
ing the waiting times (Pavone et al. 2012; Hörl et al. 2019; Bischoff and Maciejewski
2020). With a better distributed fleet, more passengers can be picked up without
waiting for too long, at the cost of additional empty kilometers.

In most of the above-mentioned studies, a fixed set of constraints regarding wait-
ing time, ride duration and total travel time is assumed, with a main focus on the
optimization of vehicles schedules. While the solutions proposed in those studies are
highly valuable, there is also a need to investigate the implications of constraints on the
DRT system. For example, how does the system react to shifts from longer admissible
waiting times to longer admissible detours.

From the literature, we can see that people perceive waiting time and riding time
onboard differently. Waiting time is often treated as less enjoyable than riding in a
vehicle (Wardman 2004). Waiting time in on-demand services, however, is not easy to
interpret, as people not necessarily need to wait at the curbside and may proceed with
their current activity after booking, accessing the stop just in time for the announced
arrival time. Some people may even prefer to book somewhat in advance to get ready
by dressing up or saying goodbye to their companions. Under this assumption, the
disutility of waiting time can be significantly lower. The study by Alonso-González
et al. (2020) even reports lower disutilities for waiting than for riding in a vehicle.
Similarly, Schatzmann, Zwick, and Axhausen (2023) show considerably lower disutil-
ities for waiting time compared to travel time in a pooled choice model estimation
using stated and revealed preferences from a large study of one of Europe’s largest
services in Hamburg. Meanwhile, working or resting while travelling on a DRT vehi-
cle is considered comfortable by many people, and this means the disutility associated
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with ride duration can also be relatively low (Zhong et al. 2020). An in-depth overview
of perceptions of waiting and travel time can be found in De Vos, Ermagun, and Shaw
(2023).

While it may be difficult to find a consensus on the value of time spending on
waiting and riding a vehicle, we can still perform quantitative analyses on the overall
system performance. We can investigate whether extending the permissible waiting
time or ride duration would be more effective in reducing the necessary fleet size and
vehicle kilometers of a DRT system. Based on this analysis, DRT operators may make
better use of their resources. For example, if increasing maximum allowed ride duration
is more effective, then operators may invest more budget improving the interior of
vehicles and the seats. On the other hand, if a longer waiting time can release more
burden on the fleet, then improving waiting facilities may be prioritized. Waiting
facilities may be setup in collaboration with local shops and other business. Well-
equipped DRT stops with seating can also be installed at some of the popular departure
locations, such that passengers will have a better experience while waiting (Millonig,
Sleszynski, and Ulm 2012).

In the actual operation of DRT systems, a certain level of minimum service quality
related to travel time may be provided by the operators. For example, time windows
for pickup and dropoff time are usually provided when passengers request for rides.
For some operators, passengers may even decide between an earlier arrival time and a
cheaper fare. With a defined minimum guaranteed service quality as constraints, the
DRT operators can minimize the operational cost by optimizing the schedules of the
vehicles.

In this study, we will explore how different levels of minimum service quality con-
cerning travel time affect the DRT system. More specifically, we will independently
adjust the constraints on waiting time and ride duration, and observe their impacts
on the efficiency of the DRT system, including assessing the minimum required fleet
size and the vehicle kilometers travelled (VKT). We will also look at the actual service
quality experienced by passengers. The experiments are carried out within an agent-
based transport simulation framework, with real-world population models based on
mobile-phone data. The data and the simulation framework used in this study are all
open-sourced.

2. Methodology

In this study, we use MATSim, an agent-based transport simulation framework, to
perform simulations and analysis (Horni, Nagel, and Axhausen 2016). MATSim is an
open-sourced mesoscopic agent-based transport simulation framework, where simula-
tions can be carried out on detailed networks with efficient and relatively accurate
traffic models. These characteristics make MATSim also suitable for simulating DRT
systems. With the MATSim-DRT extension, operations of DRT systems can be sim-
ulated (Maciejewski et al. 2016).

In the MATSim-DRT extension, there is a default ride-pooling dispatching algo-
rithm. The algorithm tries to greedily insert each travel request upon submission (tsub)
into one of the vehicles, while minimizing the total driving time of the DRT fleet. Dur-
ing the insertion, a couple of constraints have to be met. First, the maximum waiting
time constraint defines the latest pickup time of a request:

tpickup;latest = tsub + twait;max; (1)
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Second, a request also needs to be transported to the destination before the latest
arrival time defined as:

tarr;latest = tsub + � � tdirect + �; (2)

where tdirect is the travel time of a direct trip by car; � and � are parameters that can
be tuned. Finally, a vehicle’s capacity should never be exceeded. If no suitable vehicle
can be found for a particular request, then it may either be rejected or accepted
with relaxed time-based constraints (i.e., pickup and/or drop-off exceed constraints),
depending on the setup. In the latter case, a large penalty, proportionate to the amount
of time the constraints are violated, will be imposed for each potential solution with
violated time-based constraints. This will encourage the optimizer to prioritize the
minimization of the violation of the time-based constraints.

It needs to be pointed out that in the default dispatching strategy, there is no explicit
limit on the ride duration. If a request is picked up immediately after the submission,
then it may stay onboard for a relatively long time. On the other hand, if a request is
picked up by a vehicle after a relatively long waiting time, then the maximum duration
that person can stay onboard the vehicle will be limited. In essence, the waiting time
can be freely exchanged with the ride time as long as twait;max is accounted for. This
can lead to problems when the maximum waiting time may be relaxed, i.e. set to a
high value (e.g., for less dense or rural regions). In this case, a passenger may face a
high amount of detour if he or she is picked up early, as every insertion with an arrival
before tarr;latest is legit.

As mentioned above, passengers have different perceptions on the value of waiting
time and ride time. Besides, it is also in the interest of DRT operators to be able to
explicitly influence the average time passengers spend onboard. Therefore, we extend
the dispatching strategy such that the ride duration of passengers can also be regulated.

To implement the maximum ride time or detour constraint, we first introduce an
additional constraint on the pickup time. When a passenger submits the request, the
dispatching algorithm will try to assign a vehicle. If the request is accepted, an expected
pickup time will be transmitted to the passenger. In the original implementation, the
actual pickup time may be delayed up to the latest pickup time defined in equation 1.
The dispatching algorithm can take advantage of this and insert additional stops to
pickup and drop-off other passengers before picking up that passenger. This leads to
discrepancies between the initial scheduled pickup time and the actual pickup time for
many passengers, also in the cases where there is no traffic congestion. Furthermore,
as travel demands keep incoming, the actual pickup time of a passenger may also be
delayed for multiple times. This usually leads to unsatisfying user experience.

The new pickup time constraint limits the maximum delay for a pickup since the
initially scheduled pickup time. With this additional constraint, the latest pickup time
now becomes:

t�pickup;latest = minftsub + twait;max; tscheduled;initial + tbufferg (3)

where tscheduled;initial is the initially scheduled pickup time and tbuffer is the maximum
delay allowed from the initially scheduled pickup time. The buffer can be set to 0, and
in that case the dispatching algorithm will try to keep the promise and pickup the
passenger at the initially scheduled pickup time. In the practice, a small buffer, such
as 2 or 3 minutes can be given, in order to account for the uncertainties in traffic and
other operational aspects. Furthermore, the additional pickups that cause minimal
delay (e.g., pickups right along the way) can also be inserted beforehand.

With the new pickup time constraint, the user experience can be improved, as pas-
sengers will no longer suffer from constantly delayed estimated pickup times. Similar
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constraints can also be found in the real-world operation of DRT systems, which means
the simulation may capture these services more realistically.

Apart from that, the introduction of the additional pickup time constraint also
makes it easier to introduce the ride duration constraint under the existing structure
of the optimization algorithm. When the buffer is small enough and there is no major
disruption to the traffic, then the ride duration can be estimated as:

t̂ride = tarrival � t�pickup;latest (4)

Then we use a similar linear function as in equation 2 to calculate the maximum
allowed ride duration tride;max:

tride;max = � � tdirect + 
 (5)

where � and 
 are parameters that can be tuned.
By replacing the t̂ride with tride;max and rearranging the equation, we can get the

new latest arrival time t�arrival;latest based on the maximum ride duration constraint:

t�arrival;latest = t�pickup;latest + tride;max (6)

Since the term t�pickup;latest is determined at the time when the request is submitted
and scheduled and remains fixed, the latest arrival time t�arrival;latest will also remain
fixed. With this, the existing optimization algorithm can still be used to calculate the
optimal vehicle-passenger assignments. We only need to replace the original pickup
time and arrival time constraints with the new constraints introduced in equation 3
and 6.

In addition to the vehicle dispatching algorithm, the DRT system strategically re-
locates empty vehicles periodically to balance the vehicle supplies and the demands,
such that the waiting time can be effectively reduced. Several empty vehicle reloca-
tion strategies (also sometimes referred to as vehicle rebalancing) are included in the
MATSim-DRT extension(Bischoff and Maciejewski 2020; Lu, Maciejewski, and Nagel
2020).

The newly implemented ride duration constraint does not impact the vehicle re-
location strategies, therefore, we will use one of the existing strategy, namely the
min-cost-flow rebalancing strategy. This rebalancing strategies discretize the space
into zones and the time into time bins. Then it tries to relocate free vehicles to areas
where demands are expected to appear. The number of empty vehicles to keep in each
zone at a given time bin is calculated as:

Ti = �target � n(i; k) + �target; (7)

where ni;est is the estimated number of departures from zone i at time bin k. �target
and �target are parameters that can be tuned.

3. Experiments setup

To quantify how the different constraints on waiting time and ride duration affect the
efficiency of the DRT system, we compare the minimum required fleet size and the
VKT under different setups. To enable a fair comparison, we do not allow rejections.
That is to say, no matter what constraints we use, the DRT system will always serve
the same group of passengers in each scenario. The minimum required fleet size is
determined based on the 95-percentile of waiting times: by varying the fleet size, we
can identify the minimum required fleet size that brings the 95-percentile waiting time
below the maximum waiting time constraint. Once the fleet size is fixed, we observe
service efficiency, VKT and service quality of passengers by analyzing the average
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waiting time, ride duration and total travel time experienced by the passengers.
For the system e�ciency � RP , we draw upon the indicator proposed by Liebchen

et al. (2020), de�ned as the ratio of the passenger kilometers booked (PKB),dPKB , to
the vehicle kilometers travelled (VKT), dVKT :

� RP =
dPKB

dVKT
(8)

Note that PKB is the direct theoretical distance without any detours.
We perform two sets of experiments. In the �rst set of experiments, we start from a

setup with relatively strict constraints: twait;max = 300 (seconds),� = 1 :5 and 
 = 300
(seconds). This corresponds to a relatively high lower bound on the service quality.
We then gradually relax one of the two constraints and observe how it will a�ect
the DRT system and the experience of passengers. When modifying the ride duration
constraints, we only adjust the value of
 , such that it is comparable to the adjustment
of the waiting time constraint ( twait;max ). In the second set of experiments, we �x the
sum of twait;max and 
 to be 1,200 (seconds). Then we explore how di�erent allocations
of the bu�er a�ect the DRT system and the experience of the passengers.

All other parameters remain �xed, of which some are summarized here. We employ
a uniform 
eet consisting of minivans with 8 passenger seats. The parameters� and �
(see eq. 2) are set to very large values, such that they remain inactive. The rebalancing
operation is performed based on a grid system with cell size of 500m� 500m. Min-cost-

ow rebalancing strategy is used. The rebalancing interval is set to be 300 seconds and
the targetAlpha (i.e., � target ) is set to 0.2 andtargetBeta (i.e., � target ) is set to 0.8.

The experiments are carried out in three real world scenarios with di�erent charac-
teristics in geography and population. As the focus of this study is on the operation
of the DRT system and due to computational reasons, we only simulate the DRT
system and disable the mode choice (i.e., the agents do not consider other modes of
transport). This guarantees that the demand will remain constant when we adjust the
operational parameters, and thus the results are comparable. Furthermore, with �x
demands, there is also no need to wait for the mode choice to converge, which signi�-
cantly speeds up the simulation process and enables more combinations of parameters
to be simulated.

Figure 1-3 illustrate the geographical extent of the three scenarios. In the Kelheim
scenario, the service area of the DRT covers the complete road network (indicated
by the white line segments). In the Manhattan scenario and Vulkaneifel scenario, the
service areas are highlighted by the magenta polygons. The base version of the three
scenarios can be found in the DRT scenario Library (Lu and Maciejewski 2023). Short
summaries of each scenario are provided here.

The Kelheim scenario is extracted from the open Kelheim scenario (Schlenther et al.
2022). Kelheim is a small town in Bavaria, Germany, which currently has a small
scale DRT service in operations. We derive the service area in our Kelheim scenario
based on the actual service area. As the scale of the actual service is very small, the
service quality and the system are sensible to randomness. Therefore, we generate a
larger hypothetical demands model from the population model based on mobile phone
data (Neumann and Balmer 2020). In the hypothetical demands model, we assume
DRT service takes up 25% of the mode share for all the trips within the service area.
This leads to 8513 DRT trips per day.

The Manhattan scenario is based on actual operational data of the Yellow Taxi Cab
in Manhattan (Taxi & Limousine Commission 2024). The data of a Tuesday (16 August
2022) is used. Road network is derived from the OpenStreetMap (OSM Community
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Figure 1.: Illustration of the scenario: Kelheim

2024). In order to make the Manhattan scenario more comparable to the Kelheim
scenario, we only include the Mid-town and Lower Manhattan area and downsample
from the full demand. By doing so, we end up with a similar size of the service area
and a similar demand density with 8,042 DRT trips per day.

The Vulkaneifel scenario is derived from the Open Vulkaneifel Scenario1. Vulkaneifel
is one of the least populated areas in Germany. The low population density makes it
di�cult to maintain a public transport service with extensive routes network and
high frequency services. DRT is therefore considered as a promising alternative to the
conventional public transport service. The population model for Vulkaneifel is also
based on mobile phone data (Neumann and Balmer 2020) and we extract potential
DRT trips based on the population model. Since the area is signi�cantly larger and
the population density is very low, we cannot maintain the same demand density as
in the previous two scenarios when generating DRT demands. Therefore, we keep the
total number of trips to be in a similar level as in previous two scenarios, with 8,280
trips per day in the Vulkaneifel scenario.

4. Results and analysis

4.1. Experiment 1

The key results for the �rst set of experiments are summarized in table 1{3 and
�gure 4{6. In the tables, � values are calculated based on the reference case (marked

1https://github.com/matsim-scenarios/matsim-vulkaneifel
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Figure 2.: Illustration of the scenario: New York, Manhattan

Figure 3.: Illustration of the scenario: Vulkaneifel
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with ref.), where both the waiting time constraint and the ride duration constraint are
tight.

Table 1.: Experiment 1, Kelheim scenario: e�ect of relaxing di�erent constraints

Setup Min 
eet size � f leet VKT [km] � dist � RP � � RP

twait;max = 300, 
 = 300 (ref.) 92 - 29625 - 1.104 -
Relaxing maximum waiting time constraint ( twait;max )

twait;max = 450, 
 = 300 78 -15.2% 28375 -4.2% 1.153 +4.4%
twait;max = 600, 
 = 300 74 -19.6% 28265 -4.6% 1.158 +4.9%
twait;max = 750, 
 = 300 73 -20.7% 28052 -5.3% 1.166 +5.6%
twait;max = 900, 
 = 300 70 -23.9% 27756 -6.3% 1.179 +6.7%

Relaxing maximum ride duration constraint ( 
 )
twait;max = 300, 
 = 450 88 -4.3% 28428 -4.0% 1.151 +4.3%
twait;max = 300, 
 = 600 85 -7.6% 27790 -6.2% 1.177 +6.6%
twait;max = 300, 
 = 750 82 -10.9% 27028 -8.8% 1.211 +9.7%
twait;max = 300, 
 = 900 79 -14.1% 26531 -10.4% 1.233 +11.7%

Figure 4.: Experiment 1, Kelheim scenario: actual service quality experienced by pas-
sengers under di�erent setups

From the tables and plots, we can observe that the minimum required 
eet size and
the VKT decrease as we gradually relax the waiting time or ride duration constraints
in all the scenarios. Furthermore, the relaxation of the waiting time constraint has
a greater impact on the minimum required 
eet size than the relaxation of the ride
duration constraint in all three scenarios. In other word, if we want to reduce the
operational cost by reducing the 
eet size, then having a longer waiting time constraint
will be more e�ective.

When it comes to the VKT reduction, the relative e�ectiveness of relaxing the two
constraints are case-speci�c. In the Kelheim scenario, ride duration constraints has a
slightly larger impact in reducing the VKT. In the Manhattan scenario, relaxation of
waiting time constraint has a slightly stronger impact on the VKT. In the Vulkaneifel
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Table 2.: Experiment 1, Manhattan scenario: e�ect of relaxing di�erent constraints

Setup Min 
eet size � f leet VKT [km] � dist � RP � � RP

twait;max = 300, 
 = 300 (ref.) 101 - 24400 - 1.003 -
Relaxing maximum waiting time constraint ( twait;max )

twait;max = 450, 
 = 300 89 -11.9% 23227 -4.8% 1.054 +5.0%
twait;max = 600, 
 = 300 86 -14.9% 22466 -7.9% 1.089 +8.6%
twait;max = 750, 
 = 300 84 -16.8% 22228 -8.9% 1.101 +9.8%
twait;max = 900, 
 = 300 82 -18.8% 21833 -10.5% 1.121 +11.8%

Relaxing maximum ride duration constraint ( 
 )
twait;max = 300, 
 = 450 98 -3.0% 23630 -3.2% 1.036 +3.3%
twait;max = 300, 
 = 600 96 -5.0% 22913 -6.1% 1.068 +6.5%
twait;max = 300, 
 = 750 93 -7.9% 22425 -8.1% 1.091 +8.8%
twait;max = 300, 
 = 900 92 -8.9% 21976 -9.9% 1.114 +11.0%

Figure 5.: Experiment 1, Manhattan scenario: actual service quality experienced by
passengers under di�erent setups

Table 3.: Experiment 1, Vulkaneifel scenario: e�ect of relaxing di�erent constraints

Setup Min 
eet size � f leet VKT [km] � dist � RP � � RP

twait;max = 300, 
 = 300 (ref.) 248 { 88945 - 0.802 -
Relaxing maximum waiting time constraint ( twait;max )

twait;max = 450, 
 = 300 202 -18.5% 80555 -9.4% 0.885 +10.4%
twait;max = 600, 
 = 300 186 -25.0% 76574 -13.9% 0.931 +16.2%
twait;max = 750, 
 = 300 164 -33.9% 72727 -18.2% 0.981 +22.3%
twait;max = 900, 
 = 300 160 -35.5% 72033 -19.0% 0.990 +23.5%

Relaxing maximum ride duration constraint ( 
 )
twait;max = 300, 
 = 450 241 -2.8% 88431 -0.6% 0.806 +0.6%
twait;max = 300, 
 = 600 238 -4.0% 87559 -1.6% 0.815 +1.6%
twait;max = 300, 
 = 750 235 -5.2% 86213 -3.1% 0.827 +3.2%
twait;max = 300, 
 = 900 231 -6.9% 84605 -4.9% 0.843 +5.1%
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Figure 6.: Experiment 1, Vulkaneifel scenario: actual service quality experienced by
passengers under di�erent setups

scenario, on the other hand, the relaxation of the waiting time constraints is signi�-
cantly more e�ective in reducing the VKT than relaxing the ride duration constraints.

On the customer side, the average total travel time (i.e., including waiting time
and riding time) increases as the constraints are relaxed. This is not surprising, as
the vehicle scheduling algorithm is taking advantage of the more relaxed constraints
and tires to insert more passengers on each vehicle. What is more interesting is the
di�erence in the slope of the two lines (i.e., blue and orange) in each plot. For all
the scenarios, relaxing the waiting time constraint lead to a higher increase in the
total travel time. Furthermore, if we take a look at the average waiting time and
the average ride duration respectively, we can observe that when we relax the ride
duration constraint (i.e., 
 ) and keep the waiting time constraint constant, the average
waiting time experienced by the passengers remains more or less constant. On the other
hand, when we relax the waiting time constraint and keep the ride duration constraint
constant, we can also observe a slight increase in the average ride duration experienced
by the passengers.

4.2. Experiment 2

The results of the second set of experiments are summarized in table 4-6 and �gure 7-
9. In this set of experiments, the reference case (ref.) is in the middle: where the
constant part of the bu�er (i.e., 1200 seconds) is equally divided between the waiting
time constraint and the ride duration constraint (i.e., 
 ).

From the results, it can be seen that to reach a smaller minimum required 
eet
size, it is desirable to allocate bu�er more towards the waiting time constraint. These
results are in line with the results from the �rst set of experiments. When it comes to
the VKT, an equally split between the waiting time constraint and the ride duration
constraint lead to a lower VKT in Kelheim and Manhattan scenario. In the Vulkaneifel
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Table 4.: Experiment 2, Kelheim scenario: e�ect of di�erent bu�er allocations

Setup Min 
eet size � f leet VKT [km] � dist � RP � � RP

twait;max = 300, 
 = 900 79 +14.5% 26531 +1.0% 1.233 -1.0%
twait;max = 450, 
 = 750 72 +4.3% 26265 +0.0% 1.246 -0.0%
twait;max = 600, 
 = 600 (ref.) 69 - 26262 - 1.246 -
twait;max = 750, 
 = 450 70 +1.4% 26630 +1.4% 1.229 -1.4%
twait;max = 900, 
 = 300 70 +1.4% 27756 +5.7% 1.179 -5.4%

Figure 7.: Experiment 2: average travel and waiting times experienced by passengers

Table 5.: Experiment 2, Manhattan scenario: e�ect of di�erent bu�er allocations

Setup Min 
eet size � f leet VKT [km] � dist � RP � � RP

twait;max = 300, 
 = 900 92 8.2% 21976 4.7% 1.114 -4.5%
twait;max = 450, 
 = 750 87 2.4% 21424 2.1% 1.142 -2.1%
twait;max = 600, 
 = 600 (ref.) 85 - 20989 - 1.166 -
twait;max = 750, 
 = 450 81 -4.7% 21649 3.1% 1.130 -3.1%
twait;max = 900, 
 = 300 82 -3.5% 21833 4.0% 1.121 -3.9%

Figure 8.: Experiment 2, Manhattan scenario: actual average travel time and wait time
experienced by passengers
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Table 6.: Experiment 2, Vulkaneifel scenario: e�ect of di�erent bu�er allocations

Setup Min 
eet size � f leet VKT [km] � dist � RP � � RP

twait;max = 300, 
 = 900 231 35.1% 84605 16.8% 0.843 -14.4%
twait;max = 450, 
 = 750 196 14.6% 75939 4.8% 0.939 -4.7%
twait;max = 600, 
 = 600 (ref.) 171 - 72440 - 0.985 -
twait;max = 750, 
 = 450 163 -4.7% 70905 -2.1% 1.006 +2.1%
twait;max = 900, 
 = 300 160 -6.4% 72033 -0.5% 0.990 +0.5%

Figure 9.: Experiment 2, Vulkaneifel scenario: actual average travel time and wait time
experienced by passengers

scenario, allocating the bu�er more towards the waiting time constraint will lead to
a lower VKT. On the passenger side, the average total travel time experienced by
the passengers increases slightly as we move towards a more relaxed waiting time
constraint and a tighter ride duration constraint.

In addition to the daily aggregated values, we also look at the occupancy pro�les
of the vehicles throughout the day. Figure 10 illustrates the occupancy pro�les of the
both \extreme" setups, with twait;max = 300, 
 = 900 and twait;max = 900, 
 = 300,
respectively. From the �gures, it can be seen that if we allocate more slack time to
the ride duration constraint, more vehicles will be occupied by more passengers during
the peak hours. In other word, more ride-pooling is happening under this setup. On
the other hand, despite the fact that more seats in vehicles are occupied, it does not
necessarily correspond to a reduced minimum required 
eet size or service e�ciency.
Keeping a passenger onboard for longer may increase vehicle occupancy, but it also
increases detours that would not exist in a direct trip.

4.3. Analysis

By looking at the results of the two set of experiments, we can see that relaxing the
waiting time constraint is more e�ective in bringing down the required 
eet size. Since

eet size is closely related to operational costs, a more relaxed waiting time constraint
is also more e�ective in lowering the overall cost of a DRT system. Furthermore, an
adequately large waiting time constraint is also necessary to help the DRT system
fully utilize the ride-pooling potential. Therefore, the DRT operators should spend
more resource on improving the waiting experience of the passengers. If passengers
can tolerate a longer waiting time, then the e�ciency of the 
eet can be improved and
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